LIMITED LIFETIME WARRANTY

Putco guarantees its Stainless Steel and Aluminum products against defects in workmanship and material for as long as you own your vehicle. All painted products have a 90 day warranty on the painted surface. Any defects resulting from faulty material or workmanship will be warrantied by Putco and repaired or replaced at our discretion. Putco assumes no extra labor costs. Damages caused by freight carriers, improper installation, misuse, collision, or neglect will not be warranted by Putco.

9/2/2014 - JW
4. Underneath front bumper, remove (8) 10mm bolts and (2) plastic push clips. Locations shown above are of just the driver side locations. Set bolts and push clips aside.

5. In front driver fender well, remove and set aside (6) 7mm bolts in locations shown. Repeat on passenger side.

6. Apply tape to lower edge of fender. Pull front bumper away from the fender as shown above. Driver side is shown, repeat on passenger side.

7. Underneath front bumper, use a straight screwdriver and unclip (2) plastic clips that hold the grille to the frame. Passenger side is shown repeat on driver side.

8. Unclip wiring harness, Location indicated by circle. Remove bumper and grille assembly from vehicle. Lay in a safe location. Grille does not need to be removed from bumper to finish the installation.

LIMITED LIFETIME WARRANTY

Putco guarantees its Stainless Steel and Aluminum products against defects in workmanship and material for as long as you own your vehicle. All painted products have a 90 day warranty on the painted surface. Any defects resulting from faulty material or workmanship will be warranted by Putco and repaired or replaced at our discretion. Putco assumes no extra labor costs. Damages caused by freight carriers, improper installation, misuse, collision, or neglect will not be warranted by Putco.

9/2/2014 - JW
9. Use saw to cut inner part of grille and discard. Cut line is shown on first image of Figure 1. (The images in Figure 1 are shown from the back side of the grille)

10. Insert Putco grille into the grille shell. Position grille in grille shell and mark holes through brackets for drilling. Remove Putco grille and drill 1/4" holes in locations marked.

11. Reinsert grille into grille shell and bolt in using supplied hardware. Tighten bolts using a 7/16" wrench and 5/32" hex wrench.

12. Once Putco grille is tightened in grille shell, bolt grille assembly back in vehicle and reassemble.

**LIMITED LIFETIME WARRANTY**

Putco guarantees its Stainless Steel and Aluminum products against defects in workmanship and material for as long as you own your vehicle. All painted products have a 90 day warranty on the painted surface. Any defects resulting from faulty material or workmanship will be warranted by Putco and repaired or replaced at our discretion. Putco assumes no extra labor costs. Damages caused by freight carriers, improper installation, misuse, collision, or neglect will not be warranted by Putco.

9/2/2014 - JW
LIMITED LIFETIME WARRANTY

Putco guarantees its Stainless Steel and Aluminum products against defects in workmanship and material for as long as you own your vehicle. All painted products have a 90 day warranty on the painted surface. Any defects resulting from faulty material or workmanship will be warranted by Putco and repaired or replaced at our discretion. Putco assumes no extra labor costs. Damages caused by freight carriers, improper installation, misuse, collision, or neglect will not be warranted by Putco.

9/2/2014 - JW