CONGRATULATIONS ON YOUR PURCHASE OF A HIGH QUALITY PUTCO PRODUCT. SHOULD YOU NEED ANY APPLICATION OR TECHNICAL ASSISTANCE, FEEL FREE TO CALL US AT: 1-800-357-9261
MONDAY-FRIDAY 8:00 A.M. - 5:00 P.M. (CENTRAL STANDARD TIME)
CONTACT YOUR PUTCO DEALER FOR OTHER QUALITY ACCESSORIES.

PLEASE READ ALL INSTRUCTIONS BEFORE INSTALLATION AND TO CHECK TO SEE THAT ALL PARTS ARE INCLUDED.

KIT CONTENTS:

<table>
<thead>
<tr>
<th>Description</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bumper Grille</td>
<td>1</td>
</tr>
<tr>
<td>1/4&quot;-20 Bolt</td>
<td>2</td>
</tr>
<tr>
<td>1/4&quot;-20 Clip Nut</td>
<td>2</td>
</tr>
<tr>
<td>1/4&quot; Lock Washer</td>
<td>2</td>
</tr>
<tr>
<td>Only for Lighted Grille (below)</td>
<td></td>
</tr>
<tr>
<td>Light Bar (Installed)</td>
<td>1</td>
</tr>
<tr>
<td>Wiring Harness</td>
<td>1</td>
</tr>
<tr>
<td>Switch</td>
<td>1</td>
</tr>
<tr>
<td>Light Bar Installation Instructions</td>
<td>1</td>
</tr>
</tbody>
</table>

TOOLS NEEDED:
- 10mm Socket
- 7/16" Wrench
- Flat-head Screwdriver

BUMPER GRILLE INSTALLATION

BUMPER GRILLE INSTALLATION REQUIRES REMOVAL OF MAIN GRILLE PRIOR TO INSTALLATION.

1. Remove bumper grille from packaging. Check to see if all parts from above table are included.

2. Remove plastic cover by removing 12 retaining clips with flat-head screwdriver (locations shown in Figure 1).
3. Once cover is removed, remove the top 4 grille screws with 10mm wrench (locations shown in Figure 2).

![Figure 2]

4. Remove grille by pulling grille forward away from the truck. Figure 3

![Figure 3]

5. On back side of the lower bumper, remove 2 factory bolts with 10mm socket and set aside for later use. Refer to Figure 4 for bolt location.

![Figure 4]

**LIMITED 90 DAY WARRANTY**

Putco guarantees its Stainless Steel and Aluminum products against defects in workmanship and material for as long as you own your vehicle. All painted products have a 90 day warranty on the painted surface. Any defects resulting from faulty material or workmanship will be warranted by Putco and repaired or replaced at our discretion. Putco assumes no extra labor costs. Damages caused by freight carriers, improper installation, misuse, collision, or neglect will not be warranted by Putco.
6. If truck has factory hardware in location shown in Figure 5, remove the two upper 10mm bolts shown and keep. If it does not have factory hardware move to Step 7 (If truck has factory hardware, hardware supplied will not be used).

Figure 5

7. Step 7 is only for trucks without factory hardware in locations shown in Figure 5. Slide 1/4"-20 clip nuts over black steel bracket in locations shown in Figure 6 (2 Locations). (Nut side of clip will face toward front of truck).

Figure 6

8. Slide grille behind bumper from the top side and insert grille in to bumper opening. refer to Figure 7.

Figure 7

LIMITED 90 DAY WARRANTY

Putco guarantees its Stainless Steel and Aluminum products against defects in workmanship and material for as long as you own your vehicle. All painted products have a 90 day warranty on the painted surface. Any defects resulting from faulty material or workmanship will be warranted by Putco and repaired or replaced at our discretion. Putco assumes no extra labor costs. Damages caused by freight carriers, improper installation, misuse, collision, or neglect will not be warranted by Putco.
9. Reinstall lower factory bolts (bolts removed in Step 4) through the holes in the bumper grille's lower tabs and into the original threaded holes. Tighten down with 10mm socket.

10. If truck had factory hardware in Step 6, reinsert factory hardware through upper tab locations and into the original threaded holes. Tighten with 10mm wrench. If truck did not have factory hardware and Step 7 was used, place supplied 1/4"-20 bolt and lock washer though upper tab location into clip nut installed in Step 7. Tighten with 7/16" wrench.

11. Reinstall factory grille and shroud. Enjoy!! (For lighted bumper grilles wire up light bar before reinstalling factory grille)

For lighted bumper grilles, refer to Light Bar Installation Instructions for wiring installation instructions.